


SIMONA® SIMOLUX Product range
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Product range

 SIMONA® 
SIMOLUX

transparent

 SIMONA® 
SIMOLUX

opal

400 x 400 10, 12, 15, 20 —

1208 x 804 6, 10, 12, 15, 20 —

2000 x 1000 1 to 20 2 to 4

2440 x 1220 1 to 12 2 to 4

3050 x 1220 1 to 12 2 to 4

3050 x 1530 1,5 to 12 2 to 4

3050 x 2030 2 to 10 2 to 4

Colours transparent opal

 
Dimensions in mm.
Sheets in various sizes and thicknesses available from stock. Other thicknesses available on request.
Other products: SIMOLUX embossed, SIMOLUX satined and SIMOLUX-F.
Please contact our sales department for further details.



SIMONA AG
Teichweg 16
D-55606 Kirn
www.simona.de

Samples and product brochures
Phone	 +49 (0) 67 52 14-383
Fax		  +49 (0) 67 52 14-738
marketing@simona.de

Technical information
Phone	 +49 (0) 67 52 14-587
Fax		  +49 (0) 67 52 14-302
tsc@simona.de

Sales
Phone	 +49 (0) 67 52 14-0
Fax		  +49 (0) 67 52 14-211
mail@simona.de

Upon publication of this document all previous editions shall become void. For relevant changes within this edition, please refer to our company website at www.simona.de. 
All information furnished herein reflects our scope of knowledge at the date of publication. Errors and omissions excepted.

SIMONA® SIMOLUX Material specifications

With the compliments of:

As one of the world’s leading 

manufacturers of semi-finished 

thermoplastics and finished parts, 

SIMONA offers you best-in-class 

product quality and exceptional 

engineering expertise. 

Our Quality and Environmental 

Management system is certified 

in accordance with DIN EN ISO 

9001 : 2008 and DIN EN ISO 

14001 : 2005.
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		 SIMONA®SIMOLUX 	 SIMONA®SIMOLUX	
Material specifications 	 transparent 	 opal	

Density, g/cm3	 1.270	 1.280		

Yield stress, MPa	 52	 52	

Elongation at yield, %	 5	 5	

Elongation at break, %	 80	 80	

Tensile modulus of elasticity, MPa	 1900	 1900	

Notched impact strength, kJ/m2	 10	 7	

Shore hardness, D	 78	 78	

Mean coefficient of linear thermal expansion, K–1	 0.7 · 10–4	 0.7 · 10–4	 	

Dielectric strength, kV/mm	 16	 16	

Specific surface resistance, Ohm	 1014	 1014	

Physiologically safe as per BfR, EU  
regulations and FDA	 yes	 no	

Light transmission, %	 92	 25	 	

Fire behaviour, 	 low flammability	 low flammability	
DIN 4102 with B1 Test Certificate	 1 to 8 mm	 3 to 8 mm	

Temperature range, °C	 – 40 to + 65	 – 40 to + 65	



SIMONA®SIMOLUX
Transparent PETG sheets


